






50 m / 164 ft

45 m / 147 ft

SPECIFICATIONS

TC3 
MACHINE

Internal diameter + thickness, 
from/to [cm / ft]

External 
dimensions 
[cm / ft]

Q.TY HEIGHT 
[cm / ft]

Post 10 x 10 x 400 L 
/ 0.32 x 0.32 x 13 L 10 10 / 0.33

Post 12 x 12 x 400 L 
/ 0.39 x 0.39 x 13 L 8 10 / 0.33

Road barrier 60 x 80 H x 400 L 
/ 1.96 x 2.62 x 13 L 1 80 / 2.62

Road barrier 80 x 100 H x 400 L 
/ 2.62 x 3.28 x 13 L 1 100 / 3.28

Ø60 thk. 5/10 
/ Ø1.67 thk. 0.16/0.33 80 / 2.62 4 100 / 3.28

Ø80 thk. 6/10 
/ Ø2.62 thk. 0.20/0.33 100 / 3.28 3 100 / 3.28

Ø100 thk. 5 
/ Ø3.28 thk. 0.16 110 / 3.61 2 100 / 3.28

Ø100 thk. 8/12 
/ Ø3.28 thk. 0.26/0.39 124 / 4.07 2 100 / 3.28

2-DAYS PRODUCTION AREA
ELEMENTS-  
PRODUCTION TABLE

Maximum dimension of product 400 x 140 x H 110 cm* 
13.12 x 4.59 x H 3.60 ft*

Hopper loading height 236 cm / 7.74 ft
Mixer capacity requirement 1.5-2 m3 / 2-2.6 yd3

Rated power 15 kw
Installed vibration Electronic, with inverter

Machine dimensions 590 x 403 x H 331 cm* 
19.36 x 13.22 x H 10.86 ft

Production cycle average time 3 / 6 minutes

Notes: Data and images in this brochure are illustrative to present the product. Values and diagrams are just approximate and they are not binding on CGM. CGM reserves the right to change the data or products presented in this brochure at any time for technical or commercial reasons.



50 m / 164 ft

42 m / 138 ft

SPECIFICATIONS

TL4
MACHINE

Internal diameter + thickness, 
from/to [cm / ft]

External 
dimensions 
[cm / ft]

Q.TY HEIGHT 
[cm / ft]

Cattle floor 50 x 10 H x 200 L 
/ 1.64 x 3.93 H x 6.5 L 4 10 / 0.33

Cattle floor 100 x 25 H x 300 L 
/ 3.28 x 0.82 H x 9.8 L 1 25 / 0.82

Cattle floor 100 x 25 H x 400 L  
/ 3.28 x 0.82 H x 13 L 1 25 / 0.82

Cattle floor 100 x 28 H x 400 L  
/ 3.28 x 0.91 H x 13 L 1 28 / 0.91

Grid 50 x 12 H x 100 L 
/ 1.64 x 0.39 H x 3.28 L 8 12 / 0.39

Grid 100 x 15 H x 200 L  
/ 78 x 0.49 x 6.56 L 2 15 / 0.49

2-DAYS PRODUCTION AREA
ELEMENTS-  
PRODUCTION TABLE

Maximum dimension of product 400 x 120 x H 35 cm* 
13.12 x 3.93 x H 1.14 ft*

Hopper loading height 225 cm / 7.38 ft
Mixer capacity requirement 1.5-2 m3 / 2-2.6 yd3

Rated power 18.5 kW
Installed vibration Electronic, with inverter

Machine dimensions 675 x 414 x H 377 cm* 
22.16 x 13.60 x H 12.37 ft

Production cycle average time 4 / 10 minutes

Notes: Data and images in this brochure are illustrative to present the product. Values and diagrams are just approximate and they are not binding on CGM. CGM reserves the right to change the data or products presented in this brochure at any time for technical or commercial reasons.



Notes: Data and images in this brochure are illustrative to present the product. Values and diagrams are just approximate and they are not binding on CGM. CGM reserves the right to change the data or products presented in this brochure at any time for technical or commercial reasons.

Special clamps Prensa / dispositivo de presión

Feeding hopper - bucket Trowelling device

ACCESSORIES



BATCHING PLANT

Moisture control
Automation control
Aggregate weighing system
Planetary mixer

PLANETARY MIXER                    
SUGGESTED CAPACITY                             
*to be verified with CGM technical department

TC2 H1300 1.5-2 m³ / 2-2.6 yd3

TC3 1.5-2 m³ / 2-2.6 yd3

TL4 1.5-2 m³ / 2-2.6 yd3

Minimum working space 
(for 2 days suggested)

TC2 H1300 2,000 m² / 21,600 ft2 

TC3 2,000 m² / 21,600 ft2 

TL4 2,000 m² / 21,600 ft2 

Forklift Minimum capacity 3,000 kg

FLAT CONCRETE FLOOR

15/20 cm thk. / 0.49/0.65 ft thk.
No bumps
No obstacles
No slopes

COVERED AREA Suggested 
(in case of rain the production would stop)

WORKSHOP TOOLS

Welder 
Grinder 
Shovel 
Broom 
Trowel

ELECTRIC POWER SUPPLY
TC2 H1300 18.5 kW
TC3 15 kw
TL4 18.5 kW

WATER BLASTING For the daily washing procedure after production

FEED HOPPER 
(to attach to the forklift)

TC2 H1300 1.5 m³ / 2.00 yd3

TC3 1.5 m³ / 2.00 yd3

TL4 1.5 m³ / 2.00 yd3

SPECIAL CLAMPS 
(to attach to the forklift) Handling of concrete products after production

TROWELLING DEVICE 
(for CGM machines) To smother up the bottom surface

PRESS DEVICE 
(for CGM machines) To make special shapes on the bottom surface

BASIC REQUIREMENTS PLANT CONDITION

ACCESSORIES
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